SYSTEM SHIP DATE PAGE
CHEMICAL TESTS AND SALINITY/CONDUCTIVITY INDICATOR COMPARISON FEEDWATER TESTS
(REQUIRED DAILY) NOTE: pmho/145=epm NDICATOR
CHLORIDE INDICATOR COM— | HARDNESS READING CHLORIDE HARDNESS
ml MERCURIC READING PARISON| ml EDTAX0.2= ml MERCURIC T, =| OlL
TME | INDICATOR | NITRGFEx0.1= epm kNG | | ™e | Locamon |#mho/em NITRATES0.1= | ™ EQRC2= | iNG
(]
LOCATION | CHLORIDE | mguho | epm | SAT/ | HARDNESS |inimiaL epm | CHLORIDE | HARONESS | MNTAL
ml | epm ml epm ml epm mi epm
FEEDWATER TREATMENT
CONTINUOUS INJECTION TANK
DISSOLVED
OXYGEN |1 Yo e TANK PRESSURE psi
TIME | CODE 1gM'T=b 10-40 ppb| EDTA | TSP/DSP |HYDRAZINE | TANK LEVEL
PP (ounces) | (ounces) | (gallons) | (gallons)
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CHELANT TREATMENT FEEDWATER CHEMISTRY WORKSHEET/LOG

PAGE
TIME REMARKS:
LEGEND/TEST CODE CHLORIDE epm
REQUIREMENTS /LIMITS CC%_IND#f— HARDNESS
MAXIMUM SALINITY | CHEMICAL \'/
DISSOLVED OXYGEN TESTING CHELANT TREATMENT ( ) INDICATOR TEST pmho/cm epm
PFB  PRIOR TO FEEDING AOL 8 TO 10 HOURS AFTER
THE BOILER ON LINE STILLA 0.065 .07 10. -
AOL WITHIN 2—-3 HOURS AFTER RTE WITHIN 24 HOURS o LATE 06 0 0
BOILER ON LINE PRP PREPARED CONTINUOUS DEMINERALIZED - - 1.0 -
RTE WTHIN 24 HOURS INJECTION TANK MAKEUP
CTOL gﬂNIIll:lléOUS TREATMENT NONDEMINERALIZED 0.10 0.10 158.0 0.10
CTS CONTINUOUS TREATMENT CONDENSATE, DRAINS, DFT 0.02 0.02 3.0 0.02
SECURED
DISTILLER AIR EJECTOR DRAINS 0.065 0.02 10.0 -
LCPO MPA REVIEWED: DATE:
INITIAL DATE INITIAL DATE (ENGINEER OFFICER)
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